
AFA930950 &
AFA930950M

KSTRONG DOOR JAM / 
WINDOW ADJUSTABLE 
ANCHOR 

Features 

▪ The Door Anchor can be installed by just compressing it against the door or
window frame, jamming itself between the two vertical sides.

▪ The Arms are adjustable, enabling installation on a variety of door window frames
AFA930950 (600mm - 1250mm) & AFA930950M (600mm - 950mm)

▪ Fast and easy Installation with built in adjustment knob hence no tools or drilling
is required.

▪ Extremely portable design for easy transport, storage and usage.
▪ Provided with two separate eye bolts enabling anchorage by two personnel

at the same time.
▪ Certified for 2 users.

How To Use 

Metal Components 

Weight 

AFA930950       4.86 kg ± 0.10 kgs.
AFA930950M    4.20 kg ± 0.10 kgs.

Refer to User Instruction Manual 

System Strength 

15kN MBS 

Material : High Strength Aluminum 
Finish : Anodised 
Minimum Breaking Strength : 15kN 

Relevant Standards 

Tested as per EN 795:2012 Type B, TS16414:2013 Type B

The Door Jam/Window Adjustable Anchor provides a non–intrusive anchor points and can be easily installed inside the interior of a 
building or window opening, enabling the most difficult jobs to get done safely and with confidence. 
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