
 

Features 

Metal Components 
 

Weight 

 Roof top corner post suitable for Standing Seam Roof Profiles with a seam distance 

of 300mm to 600mm. 

 Can be used as intermediate when a change of direction is required. 

 Available in following variants depending upon the angle-axis ‘X’, ‘Y’ & ‘Z’ 

 AFA935203(60) 60 degree 

 AFA935203(90) 90 degree 

 AFA935203(120) 120 degree 

 Comes with series of holes to adopt different standing seam roof profiles.  

 Maximum force exerted on the corner will not be greater than 11.5kN for 4 users 

 The strength of the corner is 28kN 

 

AFX201011 

Features 

STANDING SEAM ROOF 
CORNER POST (BROAD 
SEAM) (AFF4000)  
   

 

 

 

AFA935203 

 

 

How To Use 

Refer to User Instruction Manual  

Base Plate : 316 Stainless Steel: ED Coated Grey 

Corner : 316 Stainless Steel Polished 

Standing Seam Clips Bolts : Aluminum 
M10 Hex head bolt , SS316 , Grade A4-70 

 

AFA935203(60) : 9.51 kg + 0.10 kg 

AFA935203(90) : 9.53 kg + 0.10 kg 

AFA935203(120) : 9.49 kg + 0.10 kg 

 

Relevant Standards 

Conforms to EN 795:2012 Type A 


